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RP America: RP 440 
 

High Speed, Accurate, Reliable SLS 3D Printing 
 

 
 

As the most respected service-first provider in the additive manufacturing industry, the team at 
RP America is pleased to present the RP 440. With best in class accuracy, speed, and cost 
effectiveness the RP Series SLS machines will set the standard for large frame SLS printing.  

 
 

 
 

 
 
 
 
 

 



 

 
 
 
 

RP 440 Technical Data 

 
Print Volume 440*440*450mm (17.3*17.3x17.7in) 

Machine Dimensions 69.9*51.8*82.5in 

Machine Weight 4365lbs 

Layer Thickness .06~0.3mm 

Laser Type CO2 Laser, 60W 

Scanner Three-Axis Dynamic Focusing 

Blade Design Dual Recoater Blade 

Accuracy ±0.2% 

Max Scan Speed 8000 mm/s 

Temperature Control 8-Zone Independent Temperature Control 

Max Chamber Temp 220C 

Machine Control Software RP America Control Software 

Operating System Windows 10/11 

Power Requirements 380V, 3-N/PE, 50Hz 

Environment Requirements 68-80F 

Materials PA12, PA12GB, TPU, and More 

Machine Warranty 12 Month Parts 

 
 

Sales Contact 
 

Matt Zimmerman 
Sales Manager 

matt@rpamerica.us 
641-651-0266 
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